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PROPOSED VIDEO SIGNAL STGNAL {35%?(5”) . . b4 \ WILL BE RESPONSIBLE FOR ALL INTERNAL CABINET WIRING.
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DETECTION ZONE e RIGHT AT SIGNAL LDS Temble T THE CONTRACTOR SHALL NOTIFY MR. KAMUL HAMUD AND 72 HOURS IN ADVANCE OF INTENDED WORK.
EXISTING <}:|] - D3-2(2) MOD p 2 THE CONTRACTOR SHALL DELIVER APS PUSHBUTTONS AND THE CENTRAL CONTROL UNIT TQ THE MONTGOMERY COUNTY TECHNICAL CENTER, 12B3 SEVEN LOCKS ROAD.
CCTV CAMERA M1—5 (60"x60") LEFT AT SIGNA = ROCKVILLE, MD 20854 AT LEAST 3 WEEKS PRIOR TO THE BEGINNING OF WORK. THE CONTRACTOR SHALL ALSO HAVE THE APS MESSAGES PROGRAMMED FROM THE
b (30"%54" ) M1 —5(6) L = FACTORY AND DELIVER THE APS WAV FILES TO MONTGOMERY COUNTY TECHNICAL CENTER. |
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(21 7%15 ") D3-2(2) MOD FOR NOTIFYING MISS UTILITY PRIOR TO THE CONSTRUCTION SO THAT ALL UTILITIES MAY BE LOCATED IN_THE FIELD. If THE CONTRACTOR PERCEIVES
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CONSTRUCTION DETAILS 0 ‘ HAH A
A. INSTALL CONCRETE FOUNDATION WITH 10 FT. STEEL PEDESTAL POLE WITH MODIFIED BREAKAWAY BASE (STANDARD NO. AT i
iheOr 017011, L£D, COUNTOQH PEBESTRINY S IGUAL HERD, aut AdplaLE TACTILE PEOCSTRIAN PUSHRUTTGN WTs Fiors ) S RIGHT-OFIAY > N fo ot fes S G e
' S LT :
B. INSTALL CONCRETE FOUNDATION WITH 5 FT. STEEL PEDESTAL POLE WITH MODIFIED BREAKAWAY BASE (STANDARD NO. MD-B801.01-01),» AUDIBLE/TACTILE PEDESTRIAN PUSHBUTTON. oo—6 8. ALL SIGNAL FOUNDATIONS SHALL BE INSTALLED AT THE FINAL SIDEWALK OR CURB GRADE TO MEET CLEARANCES AS SPECIFIED IN MD _816.01. MD
AND R10-3(1) SIGN {TO READ “PUSH BUTTON TO CROSS BEACH DRIVE”) (INSTALL 1-2 IN. SCHEDULE 80, 90 DEGREE PVC ELECTRICAL CONDUIT BEND IN POLE BASE). LT ® 818.02, AND MD 818.04. THE CONTRACTOR SHALL VERIFY ULTIMATE LOCATIONS AND GRADES PRIOR TO THE INSTALLATION OF ALL SIGNAL EQUIPMENT.

9. ALL EXISTING TRAFFIC EQUIPMENT REMOVED SHALL BECOME THE PROPERTY OF THE SIGNAL CONTRACTOR UPON COMPLETION OF THE NEW SIGNAL.

10. LOCATIONS OF ACCESSIBLE PEDESTRIAN SIGNAL PUSHBUTTONS MUST MEET LOCATION REQUIREMENTS OF MUTCD SECTIONS 4E.08 AND 4E.10 AND FIGURES
4E-3 AND 4E—4 AND THE NCHRP PUBLICATION “ACCESSIBLE PEDESTRIAN SIGNALS: GUIDE TO BEST PRACTICE. IF NOT MET. THE CONTRACTOR IS TO
STOP WORK ON PUSHBUTTON LOCATIONS UNTIL A DESIGN WAIVER IS OBTAINED. APPROVED BY THE DIRECTOR, OFFICE OF TRAFFIC AND SAFETY.

11. THE 10-FOOT MINIMUM SEPARATIDON BETWEEN PUSHBUTTONS IS TO BE MEASURED FROM THE FACE OF THE PUSHBUTTON TO THE FACE OF PUSHBUTTON, NOT

C. INSTALL CONCRETE FOUNDATION WITH 5 FT. STEEL PEDESTAL POLE WITH MODIFIED BREAKAWAY BASE (STANDARD NO. MD—801.01-01), AUDIBLE/TACTILE PEDESTRIAN PUSHBUTTON.
AND R10-3(1) SIGN (TO READ "“PUSH BUTTON TO CROSS CONNECTICUT AVENUE”) (INSTALL 1-2 IN. SCHEDULE 80. 90 DEGREE PVC ELECTRICAL CONDUIT BEND IN POLE BASE).

D. REMOVE EXISTING PEDESTRIAN PUSHBUTTON. AND SIGN. INSTALL AUDIBLE/TACTILE PEDESTRIAN PUSHBUTTON AND R10-3(1) SIGN (TO READ “PUSH BUTTON TO CROSS CONNECTICUT
AVENUE") ON EXISTING SIGNAL POLE. USE EXISTING ELECTRICAL CABLES.

BY: NJMonaco

E. USE EXISTING NEMA TYPE ‘S’ BASE MOUNTED CABINET. INSTALL 2-WIRE CENTRAL CONTROL UNIT. THE 10-F00T MINIMUM SEPARATION BETWEEN
F. REMOVE EXISTING PEDESTAL POLE AND ALL ASSOCIATED EQUIPMENT. REMOVE FOUNDATION 12 IN. BELOW GRADE AND BACKFILL. 1> PLSHBUTTON ARRONS ARE 70 BE PARALLEL T0 THE CROSSING FOR WHICH THEY ARE INTENDED.
G. REMQVE EXISTING PEDESTRIAN PUSHBUTTON. SIGN. AND ALL ASSOCIATED ELECTRICAL CABLES. 13. PUSHBUTTONS ARE TO BE LOCATED SO THAT THEY CAN BE ACTIVATED BY A PERSON IN A WHEELCHAIR REACHING LESS THAN 18 INCHES FROM A 60—INCH BY
H. INSTALL 2 IN. SCHEDULE 80 PVC ELECTRICAL CONDUIT - TRENCHED. G0-INCH LEVEL LANDING AREA WITH A CROSS SLOPE OF LESS THAN OR EQUAL TO 2 PERCENT.
J. INSTALL 4 IN. SCHEDULE 80 PVC ELECTRICAL CONDUIT — BORED. 14. ALL PAVEMENT MARKINGS SHALL BE INSTALLED ‘IN ACCORDANCE WITH MSHA STANDARDS.
K. USE EXISTING CONDUIT. 15. THE CONTRACTOR SHALL VERIFY ALL PROPOSED POLE LOCATIONS PRIOR TO INSTALLATION.
L. CAP AND ABANDON EXISTING CONDUIT. 16. REFER TO DETAIL SHEET SG-02 FOR CURB RAMP DETAILS AND SIGNAL POLE LOCATIONS.
M. USE EXISTING ELECTRICAL HANDHOLE. 17. ALL CROSSWALKS SHALL BE CENTERED TO THE PROPOSED SIDEWALK RAMPS.
N. RELOCATE EXISTING GROUND MOUNTED SIGN AND SUPPORT. STATE OF MARYLAND
P. INSTALL 12 IN. WHITE PREFORMED THERMOPLASTIC PAVEMENT MARKING LINE FOR CROSSWALK. / DSETF/J-\A%F;TMIEC?JW?‘-\E T&%Akmi}ljSOTEET\IT(‘D(ID\JN
Q. INSTALL 24 IN. WHITE PREFORMED THERMOPLASTIC PAVEMENT MARKING LINE FOR STOP LINE. OFFIGE OF TRAFEIC & SAFETY
R, REMOVE EXISTING PAVEMENT MARKINGS. TRAFFIC ENGINEERING DESIGN DNVISION
S. ADJUST EXISTING VIDEQ DETECTION ZONE (TO BE DONE BY MONTGOMERY COUNTY). MD 185 (CONNECTICUT AVENUE) AT
T. INSTALL MODIFIED SIDEWALK RAMP (SEE SG-02) AND DETECTABLE WARNING SURFACE (STANDARD NO. MD-655.40). | ‘ BEACH DRIVE
U. RECONSTRUCT MEDIAN (SEE S6-02). . | CHEVY CHASE, MARYLAND
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